
   
 

 Multimedia and visualization 
 
 

The INELS multimedia system provides a new proportion for intelligent electrical installation INELS and gives  life to 
your house. System contains film, musical, television and photo archives, phone central, elegant visualization and 
comfortable controlling of all technological parts of the house. 
 
The base of the system is INELS multimedia server (IMS). That is designed as the edge between the household and 
Internet, contains an inbuilt firewall and DHCP server. 
The main part of the IMS is redundant disk ground, which safely protects saved data. 
The source of television signal conducts to the disk ground and that acts as a phone central with Void support too.  
INELS multimedia server communicates with all systems of the house, starting with intelligent electrical installation 
INELS and finish for example with sauna. 

 
INELS architecture 
 
The main philosophy of the INELS multimedia system is the easiness of using and multi direction communication. 
With the support of Ethernet or RS-232 is possible to connect INELS multimedia server with any technology of the 
house. Sturdy centralized architecture and proofed security of the operating system Linux provides to INELS 
multimedia system a high level of stability and service without any problems. 

 
 
Only one controller  
 
Instead of a many annoying controllers (for air condition, television, 
amplifier etc.), user will get the complete and simple control of 
whole house from any room.  
With the INELS multimedia player connected to the television (with 
suggested 1080p distinction) and gyroscopic controller is possible to 
operate whole house. 
Only the motion of your hand will choose and start the movie, 
INELS multimedia system will switch the amplifier and set up the 
television by itself. 
 
 
Internet, e-mail and phone through television 
 
With the INELS multimedia system, you can control whole house with just one click on the television screen or one finger 
touch on the inbuilt or portable panel. Matter of course is controlling through internet and cell phone (supported by JAVA 
application). Between INELS multimedia players and chosen touch screen panels is possible to make a calls free of charge. 
Function of the home intercom transfers the voice of user on all connected INELS multimedia players and touch screen panels, 
this is possible to use for example to call family together for lunch. And if there is a visit at the entrance, its picture will shows 
up on the television screens and touch screen panels, which are turned on at that moment. 
 
 
Home intercom 
 
On the television screen is possible to surf on Internet and write or read emails 
too. Inbuilt phone central allows television screen to receive calls from another 
rooms of the house, outer intercoms and common phone lines.  
Thanks to connection with security central, INELS multimedia system has 
information about alert in the house and can react on it, call the owner and 
switch his voice over the speakers in the house. 
There is also possible to see the picture from the camera on your cell phone 
display. 
 
 
 



 
 
 
 

 
 
Smart archive of music, movies and television records 
 
 
With the system INELS multimedia is no longer need to looking 
for the right music CD, DVD with movie or difficult connection 
between computer and television. Just a few clicks and hand 
motions are enough to play chosen album in any room in the 
house. Searching is possible according to any word, sort by type, 
source or format. To make a collection of your favorite music is 
so easy for each user, you can share the collections between each 
users or keep them strictly private. Possibility to have private 
folders for each user is a big advantage. Matter of course is the 
support to movies in the high quality distinction (720p and 
1080p) and music in wireless compression FLAC. 
 
 
 
Elegant review of the house 
 

 
 
For media, lighting, temperature comfort, phone and security of 
the house, there are available plans of each floor with clear 
visual controlling parts of the house. 
Installation can contains up to 8 different plans (each floors or 
rooms). On these plans are shown positions of all controllers in 
each room. 
On each individual plan are shown information about played 
media and connected phone calls. Installations on each plan is 
possible combine and share, so that you can switch on the 
lighting in whole house for example. 
 
 
 
 
 

 
 
Complex scene and modes of the house 
 
 
System INELS multimedia behavior is exactly based on users 
vision. Scenes are operated due time or react on actions in the 
house. 
Scenes in system INELS multimedia could be switched on with 
any action, for example the lighting will be switched on after the 
movie finish or the emergency lighting will be switched on and 
non using technologies of the house will be switched off in the 
case of power outage. 
Another option how to control the house with INELS multimedia 
system, are the modes of the house. 
By the switch to another mode, the house will be reinstalled for 
example to a sleeping mode and at the same time another reactions 
will be installed. 
 
 
 
 
 



 

 



 
 
 

 
Units of INELS multimedia system 

 
INELS multimedia server 
Central secure data saver (using RAID5 or RAID6) and control component of system INELS multimedia. Contains an inbuilt firewall and 
DHCP server. In the basic version is 4U into distribution box, optional is supplement of economical alternative in a desktop version. 
Weight: 25-30 kg, parameters: 71 x 49 x 17cm (depth / high / latitude ) 
 
  INELS multimedia player 
Player is connected with every television in the household, its function is to replay all media from the server and control the house 
through the menu on the television. Standard INELS multimedia player is using the cooling system by the help of heatpipes, doesn’t 
contain any movable components and  is totally quiet. Optional is installation of economical alternative with a noiseless ventilator. 
Player is made from aluminum or aluminum and colorful acrylic combination in version of black, black/silver and silver. 
Weight: 11 kg, parameters 38 x 43 x 10cm; video output: HDMI/DVI, D-SUB, Component; audio output: RCA, S/PDIF RCA/ Toslink 

 
Gyroscopic controller INELS multimedia / mouse Logitech MX Air 
Well-arranged menu on the television is controlled just with the motion of hand. Control is operated by INELS multimedia gyroscopic 
controller or gyroscopic mouse Logitech MX Air. The patent technology exactly scans the motions of the hand and allows an easy control 
of whole house. Gyroscopic controllers are connected into the INELS multimedia player through Bluetooth or radio connection on 

frequency 2,4 GHz. Gyroscopic controller INELS multimedia includes 2 AA batteries. Mouse Logitech MX Air has an inbuilt 
battery and recharging cradle. 

 
Keyboard Logitech diNovo mini / diNovo Edge 
Wireless keyboards are connected by Bluetooth and designated for surfing on Internet and describing saved 
favorite scenes from movies. Massive diNovo Edge is made from aluminum and together with charging cradle is 
design accessory of interior. Small diNovo mini fits into your  palm and hide anywhere you want. 
 
Portable touch-screen panels 
 
 Nokia N810 
Connected to server by WiFi, provides well-arranged “4” touch-screen display. For usage with INELS multimedia system is provided 
with adapted firmwall. Weight: 230g, parameters: 14 mm x 128mm x 128 mm. 

 
Samsung Q1U 
Bigger variation is WiFi panel Samsung with “7” touch-screen display. Optional is alternative with recharging cradle. 
Weight: 800g, parameters: 24mm x 228mm x 124mm 
 
 

 
Inbuilt touch-screen panels  
 
YTP-07-01-B 
Panel made by black plastic with well-arranged “7” touch-screen display is defined with low consumption. To the server is connected by 
Ethernet. 
Parameters: 52 x 220 x 150mm, consumption c. 8W, supply 24 V DC 

 
YTP-10-01-B/S 
Panel made by black or silver plastic with well-arranged “10” touch-screen display is defined with low consumption. To the server is 
connected by Ethernet. 
Parameters: 52 x 220 x 120mm, consumption c. 10W, supply 24 V DC 
 

YTP-07-OUT-01-S 
Massive aluminum construction and glass front desk provide coverage IP-65. Panel has “7” touch-screen display. To the server is 
connected by Ethernet. 
Parameters: 33 x 195 x 126mm, support Power-over-Ethernet 
 
 

Music players Logitech 
 

Logitech Squeezebox Receiver 
Remote control individual music zone, connected by WiFi or Ethernet. Player is designated for hidden installation. 
Weight 250g without supply, parameters: 113 x 156 x 30mm; audio output: plate RCA, S/PDIF RCA/Toslink 

 
Logitech Squeezebox Classic 
Remote control individual music zone, connected by WiFi or Ethernet. Provides well-arranged display and IrDa remote 
control. 
Weight 500g without supply, parameters: 80 x 190 x 90mm; audio output: plate RCA, S/PDIF RCA/Toslink, headphones. 
 

 
Logitech Transporter 
Remote control individual music zone in the massive aluminum construction. Connected by Ethernet. . Provides well-
arranged display and IrDa remote control. Designated for people who prefer Hi-Fi and appreciate the 
quality of audio output. 
Weight 6kg, parameters: 433 x 310 x 77mm; audio output: plate RCA/ XLR/ BNC, S/PDIF RCA/Toslink 

 


